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AW1000 Engineering Specification Sheet
Assembled Warmer:

External = 9.75” Tall x 19.375” Wide x 18.75” Deep.

Internal = 18” Left to Right x 16” Front to Back x 7 “Tall. 

Wt = 17 lbs 

Folded Warmer in bag:

4.5” Thick x 19.375” Wide x 18.75” Tall.

Parts:

Foldable lid includes:


Door: 
Exterior = Stainless Steel Type 430 & Clear Polycarbonate Window pane.



Interior = Glass window pane.

Door handle: ABS plastic painted Silver.


Sides & Back: FDA food contact grade High Impact Polystyrene plastic – Black.



Top: 
Exterior = Stainless Steel Type 430.



Interior = Galvanized Steel painted scratch-resistant black.
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Base includes:


Heat plate = galvanized Steel painted scratch-resistant black.


Side caps = ABS plastic – Black.

Rack: Corrosion resistant plated steel.

Carry bag: Non-woven fabric – Black with White Salter Logo.

120V AC power cord: 39” black cord, 3 prong ground plug.

12V DC power cord: 68” black cord, auto power port plug.

Control Panel:

One button toggles through LOW, MED, HIGH and off.

Blue LED illuminated words indicate current setting.

No words illuminated indicates the heating element is off.

Blue LED at bottom of panel illuminated indicates the unit is plugged in  

Power: 

120V 60Hz (standard USA wall outlet) (200W). – cord included

12 V Automobile lighter Plug for use in standard automobile power port. – cord included

Function:

Low = approximately 140°F (60°C)

Med = approximately 175°F (80°C)

High = approximately 200°F (94°C)

Air temperature measured at internal center of box with vent closed.  

Auto-off: After 3 hours.

Vent: Closed for MOIST setting, open for CRISP setting

When assembled Door opens 90° and slides into box.  Safety clips hold lid in place.

When removed, lid sides fold 90°, back panel & door open 90° & slide between top & sides.

Instruction Manual: Included

Regulations:

ETL US listed.  # 3161332

Interior warming box materials meet FDA requirements for food contact.
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