06.2023

Item No. 554LPG30POKIT, 554LPG36POKIT, 554LPG48POKIT, 554LPG6OPOKIT, 554LPG72POKIT,
95430P0, 55436P0, 55448P0

PIZZA OVEN
BACKYARD ATTACHMENT

FOR LIQUID PROPANE OUTDOOR GRILLS

Quick Start Guide

+ Retain this manual for future reference.

+ Unit must be kept clear of combustibles at all times.
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OWNER’S INFORMATION

Please complete this information and retain this manual for the life of the equipment. For warranty purposes, please fill out and
retain this information. An example of the serial plate(s) for these units are included below for reference:

Model No.

Serial No.

Date of Purchase

Order No.

INTRODUCTION

Congratulations on your purchase of a Backyard Pro Pizza Oven Grill Topper or Pizza Oven Grill Kit. Please read the following warnings,
assembly instructions, and operation instructions to get the best and safest use out of your purchase.

shopbackyardpro.com
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A SAFETY WARNINGS A

Backyard Pro LP Outdoor Grills are designed, built, and sold for commercial use and should be operated by trained personnel only.
Clearly post all DANGERS, CAUTIONS, WARNINGS, and OPERATING INSTRUCTIONS near each unit to insure proper operation and to
reduce the chance of personal injury and/or equipment damage.

DANGER:

WARNING:

DANGER:

WARNING:
CAUTION:

CAUTION:

NOTICE:

NOTICE:

DO NOT use gas grill/pizza oven for indoor cooking or heating. Toxic fumes can accumulate and cause asphyxiation.
Do not use in or on boats or recreational vehicles.

Improper installation, adjustment, alteration, service, or maintenance could cause injury or property damage.
Read the installation, operation, and maintenance instructions thoroughly. Failure to follow these instructions could
result in fire or explosion that could cause property damage, personal injury, or death.

If you smell gas:

» Shut off gas to the appliance.

 Extinguish any open flame.

e QOpenthe lid if applicable.

* [f odor continues, keep away from the appliance and immediately call your gas supplier or your fire department.

DO NOT store or use gasoline or other flammable liquids or vapors in the vicinity of this or any other appliance.

DO NOT use the pizza oven attachment unless it is completely assembled and all parts are securely fastened
and tightened.

DO NOT touch metal parts of the pizza oven until it has completely cooled (about 45 to 60 minutes) to avoid burns,
unless you are wearing protective gear (BBQ mittens, pot holders, etc.).

The use and installation of this product must conform to local codes. In absence of local codes, use the National Fuel
Gas Code, ANSIZ223.1/NFPA54, Natural Gas and Propane Installation Code, CSA B149.1, or Propane Storage and
Handling Code, B149.2.

Read all instructions prior to assembly and use. Read and understand all warnings and precautions prior to
operating your grill/pizza oven.

shopbackyardpro.com
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ASSEMBLY

COMPATIBILITY CHART
GRILL ‘ COMPATIBLE GRIDDLE ‘ QUANTITY
554LPG30 55430P0 1
554LPG36 55436P0 1
554LPG4S8 55448P0 1
554LPG60 55430P0 2
554LPG72 55436P0 2

BEFORE * Ensure gas supply to unitis turned off and the grill is completely cool.
ASSEMBLY * Remove the grill grates from the grill.

“ Pizza Oven

n Connector Plates X2

STEP 1

Set the Connector Plates (B) in place
and secure to the side of the grill with
(3) Screws (C) each.

Place the Pizza Oven (A) on top of the
Connector Plates (B) and secure with
(2) Screws (C) on each side.

Make sure all screws are tight.

STEP 3

Note: Pizza Oven must be secured to the grill
at all times during operation.

Note: For models that include two pizza
ovens, repeat the above process for your
second pizza oven.

shopbackyardpro.com
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STARTUP

 Afterinstalling the pizza oven attachment, follow the instructions for lighting your grill found in your grill manual.
 Allow sufficient time for the pizza oven to heat up to your desired temperature. Pre-heat times can vary due to differing conditions.

GLEANING AND MAINTENANCE

WARNING: To prevent injury, allow the grill and pizza oven attachment to cool for at least 45-60 minutes prior to removing the
pizza oven from the grill.

AFTER EACH USE

 Brush or scrape out any remaining food or debris from the oven. Use caution to not scratch the pizza stones.

WEEKLY CLEANING

 Clean the pizza oven attachment with warm, soapy water.
e DO NOT use harsh chemicals in the pizza oven attachment as the pizza stones can absorb the chemicals and contaminate food.

TRANSPORTATION TIPS

* Fortransportation of the pizza oven grill attachment, handle with care to ensure the pizza stones are not damaged.
* |tis recommended to save the original packaging for transportation of the pizza stones.

shopbackyardpro.com



