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Assembly Instructions

Step 1:

Parts:

WARNING:
Risk of personal injury. Stainless steel edges
are sharp and can cause cuts. Wear gloves
during installation and handle with care.

WARNING:
Improper installation can cause damage and 
serious injury when done incorrectly. Follow 
assembly instructions carefully and refer to 
equipment warnings, installation and
operation instructions prior to using oven
with this equipment stand.

Item #: 351COFSS2332U, 351COHSS2124U
Convection Oven Stand
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Left
Angled
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Left Pan 
Slide

Right
Angled 
Upright

Right Pan
Slide

Crossbar
Support 
Bracket

Top
Support 
Bracket

Washer
6" Bullet
Feet

NOTE: Casters
are not included.
Purchase separately.

Washer Countersunk
Head Screw

Hexagon Bolt

Button Head 
Hexagon 
Socket Screw

Foot CupBase
Assembly

M8 Lock 
Washer

For the back two angled 
uprights, the side that 
has mounting holes 
must face backward.

For the front two angled
uprights, the side that
has mounting holes must
face forward.
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Assembly Instructions

Step 3: Step 6:

Step 4:

Step 5: Step 7: Final
Asembly
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NOTE: 6" Bullet Feet are standard. Casters are
not included. Purchase separately.
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