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High Temperature
Door-Type

Warewashing
Chemical Guide

| NOBLE.

If machine does not have a built-in chemical dispenser, we recommend:

924VBDISPV01 and 924VPROIII for a solid detergent and liquid rinse aid.

DETERGENT

Will you be washing soft metals like aluminum, pewter, or gold?

YES NO
#4TPOWERGREN #ATSAFEBLOCK HATACCLAIM #14TPOWERBLCK
Power Green Safe Block Acclaim Power Block
+ Environmentally Friendly - Safe for Use on - General Use + Phosphate-Free

Soft Metals

Aluminum and Other

+ Built-In Descaling
Agent Removes Film
Build-Up

+ Gives Glassware a
Long-Lasting Shine

#14TMTSFLO2HG #147FORCEX2
#14TMETSAFLIQ5G Force X2
= sour . . - General Use
1 Aluml"ll::'::" AIumlnum Free + Built-In Descaling
== - Safe for Use on Agent R
—— Soft Metals _gent _emoves
Film Build-Up
HARD WATER ANY WATER SOFT WATER*
Special formulas to reduce spotting, Formulas designed to excel in
streaking, and film from excess minerals filtered and low mineral water
#147DRYITHDIG FUTDRYLFMSG #147DRYPLUSIG
#147DRYITHD5G D o #147DRYPLUS5G
ry It LF —ome |
Drylt HD - Spot-Free Drying o Drylt PIUS
- Rapid Sheeting for - High Performance * Rapid Sheeting for
Spot-Free Shine Defoaming Rinse Agent Spot-Free Shine

#147TDSRINSE1G

TDS Rinse
- Spot-Free Shine
in High Solid
Environment

SANITIZER

No additional chemicals are needed to sanitize in high temperature machines. The final rinse temperature of 180°F effectively kills bacteria.

SOLID and POWDER LIQUID

AVAILABLE

CONTAINER SIZES

4# 4lb. 5# 5Lb. 8# 8Lb. 1 1Gal.  2v, 2% Gal. 5 5Gal




