
Standard Height High Chair
A S S E M B LY  I N S T R U C T I O N S

S TA N D A R D  H E I G H T  H I G H  C H A I R   •  A S S E M B LY  I N S T R U C T I O N S W W W. L A N C A S T E R TA B L E A N D S E AT I N G . C O M

I M P O R TA N T:  R E F E R  T O  S A F E T Y  WA R N I N G S  O N  PA G E  3 B E F O R E  A S S E M B LY.

ASSEMBLED DIAGRAM:

PARTS LIST:

Right Frame
Left Frame
Back Panel 
Seat
Crotch Panel
Foot Rest 
Stretcher

1
1
1
1
1
2
2

HARDWARE:

G Connector Bolt
18 pcs
2 extra bolts included

H
Split Washer
18 pcs
2 extra washers included

I

Wood Bolt
3 pcs 
2 extra bolts included

J

Split Washer for Wood Bolt
3 pcs
2 extra split washers included

K
Double-ended 
Allen Key
1 pc

L
Allen Key
1 pc

NOTES:

1. Inspect all pieces for damage upon receipt and before assembly. Do not assemble or use if any pieces are broken 
or damaged.

2. Put a washer on every bolt.
3. You may need a screwdriver to tighten for easier assembly. DO NOT use a powerdrill during assembly.

STEP 1

Lay out all pieces and unwrap them. Ensure all pieces are included and inspect contents for damage before assembly.
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S T E P  2

Insert the wood bolt (J) with split washer (I) through the hole under the seat and then through the hole in the belt. 
Use the provided double-ended allen key (K) to tighten the wood bolt after inserting into the crotch panel (D). 
Refer to the diagram below:

S T E P  3

Join the right frame (A1) with parts (B, C, and D). Insert connector bolts (G) with split washers (H) using the allen key 
(L) to join them but DO NOT TIGHTEN completely. Join the left frame (A2) with parts (B, C, and D) but DO NOT 
TIGHTEN COMPLETELY.
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S T E P  4

Tap foot rest (E) into its slots. Install bolts (G) with split washers (H) using allen key (L). Ensure the angle cuts on ends are
properly aligned with the shorter width at the top. Tap in stretchers (F) and install remaining connector bolts with washers. 
Check chair balance and tighten all bolts to complete assembly.

CLEANING AND MAINTENANCE:

1. Periodically tighten bolts as needed.
2. Wipe chair with slightly damp cloth.
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